
U.S. DEPARTMENT OF LABO 
Occul)ational Safety and H.-lth A.tministration 

:,, .. ~·«,~:MATERIAL SAFETY DATA SHEEI 
Required under USOL Satew anc:l Health Regt,Aiation$ for Ship Repairing, MAV 2 s··1982 

Shipbuilding, and Shipbreaking (29 CFR 1~15, 1916, 1911) '' 

MA!'fUFACTUREA'S NAME 
EIECTROFILM, INC. 

EMERGENCY TELEPHONE NO. 
(213) 875-1000 

AOORESS (Nttmber, Street, City, State. and ZIP CodtJ 
91355 27727 AVENUE SCOTT, VALENCIA, CJI 

CH. EMICAL NAME AND SYI'IQtiYMSDRY FITM LU'BRIC'"." T. SOLID FILM ,LUBRICANT,- ....,., . , =• 
TRADE NAME AND SYNONYMS 

D' u 

SECTION II - HAZARDOUS INGREDIENTS 

PAINTS, PRESERVATIVES, a. SOLVENTS " 
TLV 

ALLOYS AND METALLIC COATINGtS N /A IUnttsl 

PIGMENTS ~~¥Mb~?~~Ib~fD~o.:> 2 6.7 t;1 :ppm BASE META&.. 

CATALYST 
_:_ 

t) - ALLOYS 

VEHICLE PHENOLIC RESIN 3.5 (High) 
METALLIC COATINGS oom 

SOLVENTS *SEE BELOW 89. 8·L~~m FILLER METAL 
PLUS COATING OR CORE FLUX 

ADDITIVES t) - OTHERS 

OTHERS 
_l (,1 - ,.. 

HAZARPOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES 

TOLUENE 

METHYL ISOBUTYL KETONE 

VAPOR PRESSURE (mm Hg,) 

T<"rlDDI'lDVT,~ 11"''",.... .. " .. 
• >~. ' 

SECTION Ill - PHYSICAL OAT A 

24 PERCENT, VOLATILE 
BY VOLUME (%) 

TOTAL 

VAPOR DENSITY (AIR,. I) 2.9 EVAPORATION RATE 
t . ** __ =1) **N-BUTYL ACETAT 

SOLUBILITY IN WATER NEGLIGIBLE 

APPEARANCE AND ODOR DARK GRAY WIT.ft PAINT ODO~ 

. SECTION IV - FIRE AND EXPLOSIOI\l HAZARD DATA 
"'LASH POINT (Mettloel used)· 0 ' • 0 .. 

. . 34 F (TCC) 38 F.· 
EXTINGUISHING MEDIA 

" 

I" 
30 

33 

?~ 

89 

TLV 
(Units I 

TLV 
(Unitst 

200pp~ 

8 
J.UU , 
ppm 
400 
.rn:: 

8 

1.06 

93 

1.6 

Form OSHA-20 
Rn. MaY 72 

BOE-C6-0226264 



I ~, 
· ·' ( $ECTION V •• HEALTH H~A~D DATA . 

. . 'rH~ESHOt:P LIMIT VALUE ..• 100 PPM 
. 

\£:Ff'ECTS OF OVEREXf>OSURE 
" 

~-
... ANESTHESIA -HEADACHE, NAUSEA, DIZZINESS, ETC. 

LIQUIDMODERATELY IRRITATING TO SKIN AND EYES. 
EMERGENCY AND FIRST AID PROCEDURES : 

REMOTIE VICTIM AND RESTORE BREATHING IF REQUIRED. 

REMOVE FROM SKIN WITH SOAP AND WATER. FLUSH EYES 

WITH WATER. 

Sf!CTION VI· REACTIVITY DATA 
STABILITY UNSTABLE CONPITIONS TO AVOID 

STABLE X 
INCOMPATABILITY (MatetWIJ to avoid) 

STRONG OXIDIZING MATERIALS 
HAZARDOUS DECOMPOSITION PRODUCTS co, CO? WHEN BURNED. 

MAY OCCUR . CONDITIONS TO AVOID 
HAZARDOUS 
f>OLYMERIZATION 

WILL NOT OCCUR X 
. 

SECTION VII • SPILL OA LEAK PROCEDURES 
STEPS TO .BE .TAKEN. IN CASE MATERIAL IS RELEASED OR SPILLED 

AVOID OPEN FLAMES 0~ S.P~K SOURCES, PROVIDE ADEQUATE VENTILATION. 

; 

t. 

WAST£ DISf>OSAL METHOD 
WIPE UP WIT.n ABSORBANT MATERIAL OR FLUSH WITH WATER TO OPEN, 

WELL VENTILATED AREA. USE OIL SEWER IF AVAILABLE. REMOVE TO CONTAINER • 

. . ; 

SECTION VIII • SPECIAL PROTECTION INFORMATION 
~oRATORY PROT£CTION(Specify ty"') 

·.ORGANIC CANISTER MASK OR AIR PACK. 

VENTILATION 
LOCAL EXHAUST 

DESIRABLE 
SPECIAL NONE 

I .. 
MECHANICAL t;Gen~ " I• ~J;PaG AND SWITCHES. WITH APPR VED LASS "D" EXPWSION-I?ROOF 

PROTECTIVE GLOVES 
;. . NORMALU NOT REQUIRED • 

k~YE PROTECTION · 
ONVENTIONAL EYE COVER TO GUARD AGAINST 

· OTHER PROTECTIVE EQUIPMENT tJNEXPECTED SPLN:iHIN,G. 
"' 

SECTION IX • SPECIAL PRECAUTIONS' 
PRECAUTIONS TO BE TAKEN IN H~DLING.AND S'l:.o.RING 

AVOID OPEN FLAMES· AND SPAR[< SOURCEf:i. AVOID SPLASH FILLING. PROVIDE ADGQUATE 

. VENTILATION. ' AVOID EXCESSIVE HEAT .• 

OTHER PRECAUTIONS 
NONE 

••~May71 
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